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master, owner, or agent, and to the Of-
ficer in Charge, Marine Inspection, of 
the district, who shall thereupon inves-
tigate the matter and take such ac-
tions as may be necessary. 

§ 167.65–65 Notice and reporting of 
casualty and voyage records. 

The requirements for providing no-
tice and reporting of marine casualties 
and for retaining voyage records are 
contained in part 4 of this chapter. 

[CGD 84–099, 52 FR 47536, Dec. 14, 1987] 

§ 167.65–70 Reports of accidents, re-
pairs, and unsafe boilers and ma-
chinery by engineers. 

(a) Before making repairs to a boiler 
of a nautical school ship the engineer 
in charge shall report, in writing, the 
nature of such repairs to the nearest 
Officer in Charge, Marine Inspection, 
where such repairs are to be made. 

(b) And it shall be the duty of all en-
gineers when an accident occurs to the 
boilers or machinery in their charge 
tending to render the further use of 
such boilers or machinery unsafe until 
repairs are made, or when, by reason of 
ordinary wear, such boilers or machin-
ery have become unsafe, to report the 
same to the Officer in Charge, Marine 
Inspection, immediately upon the ar-
rival of the nautical school ship at the 
first port reached subsequent to the ac-
cident, or after the discovery of such 
unsafe condition by said engineer. 

PART 168—CIVILIAN NAUTICAL 
SCHOOL VESSELS 

Subpart 168.01—Authority and Purpose 

Sec. 
168.01–1 Purpose of regulations. 

Subpart 168.05—General Requirements 

168.05–1 Application of passenger vessel in-
spection laws. 

168.05–5 Application of passenger vessel in-
spection regulations. 

168.05–10 Subdivision and stability. 
168.05–15 Right of appeal. 

Subpart 168.10—Definitions of Terms Used 
in This Part 

168.10–1 Nautical school vessels. 
168.10–5 Civilian nautical school. 

Subpart 168.15—Accommodations 

168.15–1 Intent. 
168.15–5 Location of crew spaces. 
168.15–10 Construction. 
168.15–15 Size. 
168.15–20 Equipment. 
168.15–25 Washrooms. 
168.15–30 Toilet rooms. 
168.15–35 Hospital space. 
168.15–40 Lighting. 
168.15–45 Heating and cooling. 
168.15–50 Ventilation. 
168.15–55 Screening. 
168.15–60 Inspection. 

AUTHORITY: 46 U.S.C. 3305, 3306; Depart-
ment of Homeland Security Delegation No. 
0170.1. 

SOURCE: CGFR 52–43, 17 FR 9543, Oct. 18, 
1952, unless otherwise noted. 

Subpart 168.01—Authority and 
Purpose 

§ 168.01–1 Purpose of regulations. 
(a) The purpose of the regulations in 

this part is to set forth uniform min-
imum requirements for vessels, wheth-
er being navigated or not, which are 
used by or in connection with any ci-
vilian nautical school, except vessels of 
the Navy or Coast Guard. 

Subpart 168.05—General 
Requirements 

§ 168.05–1 Application of passenger 
vessel inspection laws. 

(a) All laws covering the inspection 
of passenger vessels are hereby made 
applicable to all vessels or other float-
ing equipment used by or in connection 
with any civilian nautical school, 
whether such vessels or other floating 
equipment are being navigated or not, 
except vessels of the Navy or Coast 
Guard. 

§ 168.05–5 Application of passenger 
vessel inspection regulations. 

Where the requirements are not cov-
ered specifically in this part, all the 
regulations applying to passenger ves-
sels in subchapters E (Load Lines), F 
(Marine Engineering), H (Passenger 
Vessels), J (Electrical Engineering), K 
(Small Passenger Vessels Carrying 
More Than 150 Passengers Or With 
Overnight Accommodations For More 
Than 49 Passengers), P (Manning), Q 
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(Specifications), T (Small Passenger 
Vessels), and W (Lifesaving Appliances 
and Arrangements) of this chapter are 
hereby made applicable to all vessels 
or other floating equipment used by or 
in connection with any civilian nau-
tical school, whether such vessels or 
other floating equipment are being 
navigated or not, except vessels of the 
Navy or Coast Guard. 

[CGD 84–069, 61 FR 25312, May 20, 1996, as 
amended at 63 FR 52816, Oct. 1, 1998] 

§ 168.05–10 Subdivision and stability. 
Each vessel must meet the applicable 

requirements in Subchapter S of this 
chapter. 

[CGD 79–023, 48 FR 51010, Nov. 4, 1983] 

§ 168.05–15 Right of appeal. 
Any person directly affected by a de-

cision or action taken under this part, 
by or on behalf of the Coast Guard, 
may appeal therefrom in accordance 
with subpart 1.03 of this chapter. 

[CGD 88–033, 54 FR 50381, Dec. 6, 1989] 

Subpart 168.10—Definitions of 
Terms Used in This Part 

§ 168.10–1 Nautical school vessels. 
The term nautical school vessel means 

a vessel operated by or in connection 
with a nautical school or an edu-
cational institution under Section 13 of 
the Coast Guard Authorization Act of 
1986. 

[CGD 84–069, 61 FR 25312, May 20, 1996] 

§ 168.10–5 Civilian nautical school. 
The term civilian nautical school 

means any school or branch thereof op-
erated and conducted in the United 
States, except State nautical schools 
and schools operated by the United 
States or any agency thereof, which of-
fers instruction for the primary pur-
pose of training for service in the mer-
chant marine. 

[CGD 84–069, 61 FR 25312, May 20, 1996] 

Subpart 168.15— 
Accommodations 

SOURCE: CGD 95–027, 61 FR 26010, May 23, 
1996, unless otherwise noted. 

§ 168.15–1 Intent. 

The accommodations provided for 
members of the crew, passengers, ca-
dets, students, instructors or any other 
persons at any time quartered on board 
a vessel to which this part applies must 
be securely constructed, properly light-
ed, heated, drained, ventilated, 
equipped, located, arranged and insu-
lated from undue noise, heat and odors. 

§ 168.15–5 Location of crew spaces. 

(a) Quarters must be located so that 
sufficient fresh air and light are ob-
tainable compatible with accepted 
practice or good arrangement and con-
struction. 

(b) Unless approved by the Com-
mandant, quarters, must not be located 
forward of the collision bulkhead, nor 
may such section or sections of any 
deck head occupied by quarters be 
below the deepest load line. 

§ 168.15–10 Construction. 

(a) The accommodations provided 
must be securely constructed, properly 
lighted, heated, drained, ventilated, 
equipped, located, arranged, and insu-
lated from undue noise, heat, and 
odors. 

(b) All accommodations must be con-
structed and arranged so that they can 
be kept in a clean, workable, and sani-
tary condition. 

§ 168.15–15 Size. 

(a) Sleeping accommodations must 
be divided into rooms, no one of which 
may berth more than six persons. The 
purpose for which each space is to be 
used and the number of persons it may 
accommodate, must be marked outside 
the space. 

(b) Each room must be of such size 
that there is at least 1.8 square meters 
(20 square feet) of deck area and a vol-
ume of at least 4.2 cubic meters (150 
cubic feet) for each person accommo-
dated. In measuring sleeping quarters, 
any furnishings contained therein are 
not to be deducted from the total vol-
ume or from the deck area. 

[CGD 95–027, 61 FR 26010, May 23, 1996; 61 FR 
35138, July 5, 1996] 
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§ 168.15–20 Equipment. 

(a) Each person shall have a separate 
berth and not more than 1 berth may 
be placed above another. The berths 
must be of metal framework. The over-
all size of a berth must not be less than 
68 centimeters (27 inches) wide by 190 
centimeters (75 inches) long. Where 2 
tiers of berths are fitted, the bottom of 
the lower berth must not be less than 
30 centimeters (12 inches) above the 
deck, and the bottom of the upper must 
not be less than 76 centimeters (30 
inches) from both the bottom of the 
lower and from the deck overhead. The 
berths must not be obstructed by pipes, 
ventilating ducts, or other installa-
tions. 

(b) A metal locker must be provided 
for each person accommodated in a 
room. 

§ 168.15–25 Washrooms. 

(a) There must be provided 1 shower 
for each 10 persons or fraction thereof 
and 1 wash basin for each 6 persons or 
fraction thereof for all persons who do 
not occupy rooms to which private or 
semi-private facilities are attached. 

(b) All wash basins and showers must 
be equipped with adequate plumbing, 
including hot and cold running fresh 
water. 

[CGD 95–027, 61 FR 26010, May 23, 1996; 61 FR 
35138, July 5, 1996] 

§ 168.15–30 Toilet rooms. 

(a) There must be provided 1 toilet 
for each 10 persons or fraction thereof 
to be accommodated who do not occupy 
rooms to which private facilities are 
attached. 

(b) The toilet rooms must be located 
convenient to the sleeping quarters of 
the persons to which they are allotted 
but must not open directly into such 
quarters except when they are provided 
as private or semiprivate facilities. 

(c) Where more than 1 toilet is lo-
cated in a space or compartment, each 
toilet must be separated by partitions. 

§ 168.15–35 Hospital space. 

(a) Each vessel must be provided with 
a hospital space. This space must be 
situated with due regard for the com-

fort of the sick so that they may re-
ceive proper attention in all weather. 

(b) The hospital must be suitably sep-
arated from other spaces and must be 
used for the care of the sick and for no 
other purpose. 

(c) The hospital must be fitted with 
berths in the ratio of 1 berth to every 
12 persons, but the number of berths 
need not exceed 6. 

(d) [Reserved] 
(e) The hospital must have a toilet, 

wash basin, and bathtub or shower con-
veniently located. Other necessary 
suitable equipment of a sanitary type 
such as a clothes locker, a table and a 
seat must be provided. 

§ 168.15–40 Lighting. 

All quarters, including washrooms, 
toilet rooms, and hospital spaces, must 
be adequately lighted. 

§ 168.15–45 Heating and cooling. 

All quarters must be adequately 
heated and cooled in a manner suitable 
to the purpose of the space. 

§ 168.15–50 Ventilation. 

(a) All quarters must be adequately 
ventilated in a manner suitable to the 
purpose of the space and route of the 
vessel. 

(b) When mechanical ventilation is 
provided for sleeping rooms, wash-
rooms, toilet rooms, hospital spaces, 
and messrooms, these spaces must be 
supplied with fresh air equal to at least 
10 times the volume of the room each 
hour. 

§ 168.15–55 Screening. 

Provision must be made to protect 
the quarters against the admission of 
insects. 

§ 168.15–60 Inspection. 

The Officer in Charge, Marine Inspec-
tion, shall inspect the quarters of every 
such vessel at least once in each month 
or at such time as the vessel enters an 
American port and shall satisfy himself 
that such vessel is in compliance with 
the regulations in this part. 
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PART 169—SAILING SCHOOL 
VESSELS 

Subpart 169.100—General Provisions 

Sec. 
169.101 Purpose; preemptive effect. 
169.103 Applicability. 
169.107 Definitions. 
169.109 Equivalents. 
169.111 Administrative procedures. 
169.112 Special consideration. 
169.113 Right of appeal. 
169.115 Incorporation by reference. 
169.117 OMB control numbers. 
169.119 Vessel status. 
169.121 Loadlines. 

Subpart 169.200—Inspection and 
Certification 

CERTIFICATE OF INSPECTION 

169.201 When required. 
169.203 Description. 
169.205 Obtaining or renewing a Certificate 

of Inspection. 
169.207 Period of validity for a Certificate of 

Inspection. 
169.209 Routes permitted. 
169.211 Permit to proceed for repair. 
169.213 Permit to carry excursion party. 
169.215 Certificate of inspection amend-

ment. 
169.217 Posting. 

LETTER OF DESIGNATION 

169.218 Procedures for designating sailing 
school vessels. 

169.219 Renewal of letter of designation. 

INSPECTION FOR CERTIFICATION 

169.220 General. 
169.221 Initial inspection for certification. 
169.222 Scope of inspection for certification. 
169.223 Subsequent inspections for certifi-

cation. 

REINSPECTION 

169.225 Annual inspection. 
169.226 Periodic inspection. 
169.227 Certificate of Inspection: Conditions 

of validity. 

DRYDOCKING OR HAULING OUT 

169.229 Drydock examination, internal 
structural examination, and underwater 
survey intervals. 

169.230 Underwater Survey in Lieu of 
Drydocking (UWILD). 

169.231 Definitions relating to hull examina-
tions. 

169.233 Notice and plans required. 
169.234 Integral fuel oil tank examinations. 

REPAIRS AND ALTERATIONS 

169.235 Permission required. 
169.236 Inspection and testing required. 

INSPECTIONS 

169.237 Inspection standards. 
169.239 Hull. 
169.241 Machinery. 
169.243 Electrical. 
169.245 Lifesaving equipment. 
169.247 Firefighting equipment. 
169.249 Pressure vessels. 
169.251 Steering apparatus. 
169.253 Miscellaneous systems and equip-

ment. 
169.255 Sanitary inspection. 
169.257 Unsafe practices. 
169.259 Limitations of inspections. 

Subpart 169.300—Construction and 
Arrangement 

PLANS 

169.305 Plans required. 
169.307 Plans for sister vessels. 

HULL STRUCTURE 

169.309 Structural standards. 
169.311 Fire protection. 
169.313 Means of escape. 
169.315 Ventilation (other than machinery 

spaces). 

LIVING SPACES 

169.317 Accommodations. 
169.319 Washrooms and toilets. 
169.323 Furniture and furnishings. 

RAILS AND GUARDS 

169.327 Deck rails. 
169.329 Storm rails. 
169.331 Guards in hazardous locations. 

Subpart 169.400—Watertight Integrity, 
Subdivision, and Stability 

169.401 Applicability. 

Subpart 169.500—Lifesaving and 
Firefighting Equipment 

LIFESAVING EQUIPMENT—GENERAL 

169.505 Equipment installed but not re-
quired. 

169.507 Responsibility of master. 
169.509 Approval for repairs and alterations. 

PRIMARY LIFESAVING EQUIPMENT 

169.513 Types of primary equipment. 
169.515 Number required. 
169.517 Rescue boat. 
169.519 Availability. 
169.521 Stowage. 

VerDate Mar<15>2010 11:05 Nov 21, 2012 Jkt 226202 PO 00000 Frm 00042 Fmt 8010 Sfmt 8010 Y:\SGML\226202.XXX 226202pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2012-11-30T09:04:01-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




